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AND MESH SLEEVES

-ANCHORS -

Plastic Mesh Sleeves for use with chemical mortar in cavity applications.

HOLE DIAMETER
STtJrE rIf)IZE N ST(F:HU]_E)TURE SLEE\?:EnIr_:)NGTH QUE\%ITY
M6/M8 16 13 x 80 10
M6/M8 16 13 x 80 5
M10 16 13 x 130 10
t M10 16 13 x 130 5
i M12/M16 20 18 x 85 10
i M12/M16 20 18 x 85 5

Metal mesh sleeves for use with chemical mortar in cavity applications.

HOLE DIAMETER

STtJn? nf)IZE i ST(THUWE)TURE SLEE\/(E1 hl]E)NGTH Quz%w

M6/M8 12 11 x85 10
M10 16 15x95 10
M10 16 15 x 130 10
M10 16 15 x 200 10
M12 18 17 x 95 10
M12 18 17 x 200 10
M16 22 21 x200 10

Meter Metal mesh sleeves for use with chemical mortar in cavity applications.

HOLE DIAMETER IN STRUCTURE SLEEVE LENGTH BOX/PACK

(mm) Sk Sz (mm) QUANTITY

14 M8 - M10 12,5 x 1000 10

16 M12 15,0 x 1000 5

22 M16 20,5 x 1000 10

28 M20 26,0 x 1000 5

THREADED RODS
' AT A Grade 4.8, Length Tm
steel DIN 975 - zinc plated.
THREAD QUANTITY
g M6 50
=z M8 50
g M10 25
== M12 20

—
—1 M16 10
— M20 10
=
—
i
el
_— Grade 8.8, Length Tm
—
—_—=
— THREAD QUANTITY
==
— M6 10
=3
— M8 5
E-i M10 5
= | M12 5
— |
| M16 5
— |
—1 M20 5

Tel: 011 894-7147 » Fax: 011 894-5189 ¢ PO Box 5155, Boksburg North, 1461, Johannesburg, South Africa

41 Francis Rd, Boksburg North, 1459, Johannesburg, South Africa ¢ Web: www.ikafixings.co.za




	Page 1

