SHOT FIX PRODUCTS
SHOOTING INTO CONCRETE AND STEEL

- NO EXPLOSIVE NEEDED

-ANCHORS -

Product Information
FIX PIN PRODUCT

FIX PIN TOOL

DESCRIPTION
Single Shot Fix tool
for repetative fasteners

APPLICATION
Dry walling and partitioning installations
Fixing clips and brackets

Electrical installations SAFETY FEATURES
Training provided to all users Very robust
All metal tool
SUITABLE FOR USE IN: No electrical power required
Concrete Safety because no explosive material used

Can be used to fix into steel and concrete
SABS approved for use underground.
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APPLICATION

Dry walling and partitioning installations

Profile metal to structural steel SAFETY FEATURES

Fixing clips and brackets Training provided to all users Cheap, safe & effective fixing of clips, banding, hoop iron etc. without shot -
Electrical installations use a 4Ib (1.8kg) Hammer - no more repair and licensing hassles!

High Level Fixing ORIGINAL DON QUICHOTTE HEAVY-DUTY

Approved for use underground.
SUITABLE FOR USE IN:
Concrete

Colour Size Qty/box

BLACK M4 X 22mm 200 PINS

BLACK M4 X 27mm 100 PINS

RED single HEAVY-DUTY NO-JAM TOOL
COMMERCIAL QUALITY

BLACK M4 X 22mm 200 PINS

BLACK M4 X 27mm 200 PINS

BLACK single BUDGET TOOL

FIX PIN PERFORMANCE DATA

Product Code: QNF-04220 Product Code: QNF-04270

MATERIAL: C6S HARDENED STEEL MATERIAL: C6S HARDENED STEEL
HARDNESS: 53-56 HRC HARDNESS: 53-56 HRC

POINT: BALLISTIC POINT: BALLISTIC

COMBINED RECOMMENDED LOAD: 0.4 Kn COMBINED RECOMMENDED LOAD: 0.5 Kn
FAILURE LOAD: A combined load of 1.2Kn FAILURE LOAD: A combined load of 1.3Kn

Warning: concrete failure will occur before this load is reached.
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